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FOREWORD 


THE development of electric tools is very largely the 
story of Wolf Electric Tools Ltd., who were established 
in 1900 when the first signs of the potential value of 
portable power tools to industry became evident to 
farsighted engineers, manufacturers and industrialists. 

Since those early days, this Company has been fore¬ 
most in the progressive development of portable electric 
tools of better design and higher performance to meet 
the demands of every industry and trade striving to 
increase productivity, reduce costs and improve the 
earning capacity and well-being of the individual oper¬ 
ator. Today the name of Wolf is a recognised standard 
throughout the world for electric tools of unrivalled 


power, performance and dependability. 

This abridged thirteenth edition of our catalogue 
contains full information concerning several important 
additions to the Wolf range, each of which is the result 
of intensive research and test including lengthy work¬ 
shop usage. 

Wolf distribution and servicing facilities are second 
to none. Thanks to the maintenance of a consist¬ 
ently fair trading policy the interests of the ever- 
increasing number of Wolf users everywhere are 
served by accredited Wolf stockists, competent and 
eager to assist in the selection from the extensive Wolf 
range of the most suitable machines for any operation. 
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iy n |f 1/4 PRODUCTION - V16" 3 /8 HEAVY DUTY AND 
■wvir 1/2" STANDARD—all ball bearing—ELECTRIC DRILLS 



1/4 LOW-WEIGHT PRODUCTION 
— all ball bearing — ELECTRIC DRILL 
TYPE EG2c 

The world’s most powerful 1/4* produc¬ 
tion drill. Compact design gives unsur¬ 
passed power-to-weight ratio, with 
perfect balance. Unique attachments 
Types ADA2c and ADA2q convert to 
right angle drill. 



1/4" HEAVY DUTY— all ball bearing — 

ELECTRIC DRILL 
TYPE NW2C 

With this sturdy pistol grip Drill, heavy 
duty drilling can be done with greatest 
accuracy and minimum effort. Ample 
reserve power, coupled with effective 
speed, make the NW2c first choice with 
operators. 



5/16 3/8" HEAVY DUTY 
1/2" STANDARD DUTY all ball bearing 
ELECTRIC DRILLS TYPES NW23C, 
NW3C NW34C 

These famous Wolf Drills possesses 
ideal speed torque characteristics for 
their respective capacity and purpose. 
The NW3c also has correct speed for 
cellulose polishing, see special accessories 
listed below. 


SPECIFICATION 

EG2c 

NW2c 

NW23c 

NW3c 

NW34c 

Drilling capacity in steel ... 

Drilling capacity in hard wood . 

Spindle speed running light . 

Spindle speed on full load ... 

Watts input on full load ... . . 

Overall length . . 

Distance from centre of spindle to outer casing 

Nett Weight . 

Gross Weight . 

1 /4" 6 mm. 

3/8" 10 mm. 
2800 r.p.m. 

1500 r.p.m. 

235 watts 

1\” 185 mm. 

1" 25 mm. 

4| lbs. 1.98 kgs. 

6 lbs. 2.8 kgs. 

1 /4" 6 mm. 

1/2" 13 mm. 

2600 r.p.m. 

1400 r.p.m. 

280 watts 

12|" 324 mm. 
29/32" 23 mm. 

6f lbs. 2.8 kgs. 

8 lbs. 3.6 kgs. 

5/16" 8 mm. 

1 /2" 13 mm. 
1530 r.p.m. 

850 r.p.m. 

280 watts 

13F 349 mm 
ll" 38 mm. 

6f lbs. 3.1 kgs. 

8^ lbs. 3.9 kgs. 

3/8" 10 mm. 

5/8" 16 mm. 

850 r.p.m. 

475 r.p.m. 

280 watts 

14" 355 mm. 

1£" 38 mm. 

7\ lbs. 3.4 kgs. 

9 lbs. 4 kgs. 

1/2" 13 mm. 
5/8" 16 mm. 
530 r.p.m. 

290 r.p.m. 

280 watts 

14£" 368 mm. 

1J" 38 mm. 

7? lbs. 3.6 kgs. 

9 1 lbs. 4.2 kgs 


BENCH DRILL STANDS for above , see page 5 


EACH MACHINE supplied complete with starting switch. 
3-jaw keyed chuck. 10 ft. (3.05 m.) 3 core T.R.S. cable (one lead 
for earthing) and spare pair of carbon brushes. 


ACCESSORIES FOR TYPES EG2c, NW2c, NW23c, NW3c, NW34c 



BENCH CLAMP STAND 

Part 768 

For all types on page 3. 


Weight : 

Nett 23 lbs. 1.2 kgs. 
Gross 4 lbs. 1.8 kgs. 

Mandrel and Tool Rest 
M Types E G 2 c and 
% NW2c only Part 6615 

Weight : 

Nett lbs. 0.7 kgs. 
Gross 3 lbs. 1.4 kgs. 


4 " WIRE 
SCRATCH BRUSH 

Part 1404 

Arbor, washers and nut 
Part 2049 

Up to NW3c 




POLISHING 
ACCESSORIES FOR 
TYPE NW3C ONLY 

Hit 

Part 

2360 7 Rubber Backing Disc 

2524 Arbor 

780 8" Lambswool Bonnet 

UNIVERSAL 

HANDLE 


Part 2521 


To clamp over the end of the geai box to provide 
a secondary and comfortable grip. For NW2c, 
NW23c, NW3c and NW34c only. 


4" CALICO 
POLISHING BUFF 

. Part 2093 

Arbor, washers and nui 

Part 2049 


Up to NW3c 


DECARBONISING BRUSHES 



Part 

6607 

6608 

2050 

2051 
2059 


Dia. 

5/16" Pointed 
5/8" Pointed 
3/4' Pointed 
1" Semi-Hollow 
1" Heavy Duty 


Part 

2060 


6613 

2054 


Dia. 

1 Heavy Duty 
Hollow 
3/4" Splayed 
2" Splayed 


2059 2050 2051 6608 2060 6613 6607 2054 


For EG2c and NW2c only. 


UNIVERSAL MOTORS for operation on 100/110, 110/130. 150/160. 200 220. 220 250 volts. D.C. 
and single phase A.C. 25/60 cycles Also for 32 and 50 volts to special order 


ANGLE DRILLING 
ATTACHMENTS 
TYPE ADA2C 

Part 9007 

To fit, remove chuck from 
machine and transfer to at¬ 
tachment, fit attachment to 
drill spindle and secure by 
clamping bolt. Height from 
nose of the chuck is 2'i". 




COLLET TYPE 
ADA2q 

Part 9171 

For EG2c Drill only 

Supplied complete 
with set of 7 collets 
1/16"—1/4' Height 
from face of collet 2" 


GRINDING WHEEL 

Part 1425 

3" xl/2" x 1/2" 

Arbor, washers and nut 
Part 2049 

EG2c and NW2c only. 


VALVE GUIDE 

CLEANERS 

Part Dia. 

Part Dia. 

2055 1/4" 

2057 3/8" 

2056 5/16" 

2058 7/16" 

For EG2c and NW2c only 
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IVnlf ’/2" GENERAL DUTY AND 
» ww,r 1/2 5/8" 3/4 HEAVY DUTY ELECTRIC DRILLS 



1/2 GENERAL DUTY 
ELECTRIC DRILL 
TYPE SD4c 

Unbeatable value and unsurpassed per¬ 
formance for general duty and mainten¬ 
ance work. Ideal for Plumbers and 
Electricians on installation, etc. Perfectly 
balanced, easily controlled. Tubular 
handle removable for close drilling. 




1/2" 5/8 & 3/4 HEAVY DUTY 

— all ball bearing— ELECTRIC DRILLS 
TYPES WD4c, WD5c, WD6c 

Unrivalled for power, stamina and all round 
dependability, the WD range of 1/2"-3/4" 
super heavy duty tools lends an entirely 
new meaning to the term “heavy duty” 
as applied to portable power tools. 


35/64 5/8 & 3/4 HEAVY DUTY 
— all ball bearing — ELECTRIC DRILLS 
TYPES WD4, WD5, WD6 

For engineers who on heavy duty machines of 
such capacity prefer 1 morse taper ’ sockets 
to three-jaw chucks, these models are the 
inevitable choice. 


SPECIFICATION 

S D 4 c 

WD 4 

WD5 

WD6 

WD4c 

WD5c 

WD6c 



With drill 

spindle Bored 

No. 1 M.T, 

With drill 
spindle Bored 
No. 2 M.T. 

With drill 
spindle Bored 
No 2 M.T. 

With solid drill 
spindle and 1/2" 
3-jaw keyed and 

screwed chuck 

With solid drill 
spindle and 5/8" 
3-jaw keyed and 

screwed chuck 

With solid drill 
spindle and 3/4" 
3-jaw keyed and 

screwed chuck 

Drilling Capacity in Steel . 

Drilling capacity in Hard Wood 

Spindle Speed running light 

Spindle Speed on full load 

Watts input on full load . 

Overall length . 

Distance.centre of spindle to outer casing 

Nett Weight . 

Gross Weight . 

1/2" 13 mm 

1" 26 mm. 

715 r.p.m. 

475 r.p.m. 

435 watts 

13|" 343 mm. 

1 33 mm. 

10 lbs. 4.5 kgs. 

14 lbs. 6.3 kgs. 

35/64" 14.5 mm. 

1" 26 mm. 

730 r.p.m. 

490 r.p.m. 

570 watts 

141" 368 mm. 
If" 41 mm. 

16 lbs. 7.2 kgs 

20 lbs. 9 kgs. 

5/8" 16 mm. 

1" 26 mm 

590 r.p.m 

400 r.p.m. 

570 watts 

15" 381 mm. 
If" 41 mm. 

16 lbs. 7.2 kgs. 
20 lbs. 9 kgs. 

3/4" 19 mm 

2" 51 mm 

440 r.p.m 

280 r.p.m 

570 watts 

15" 381 mm 

If" 41 mm. 

16 lbs. 7.2 kgs. 

25 lbs. 11.3 kgs. 

F 13 mm 

1" 26 mm 

730 r.p.m 

490 r.p.m 

570 watts 

13F 342 mm. 

If" 41 mm. 

17 lbs. 7.7 kgs 

22 lbs. 9.9 kgs. 

5/8" 16 mm 

1" 26 mm. 

590 r.p.m. 

400 r.p.m 

570 watts 

13F 342 mm 

If" 41 mm 

17^ lbs. 7.9 kgs. 
23 lbs. 10.4 kgs 

3/4" 19 mm 

2" 51 mm 

440 r.p.m 

280 r.p.m 

570 watt* 

14" 355 mm 

If" 41 mm 

18 lbs. 8.1 kgs. 
271 lbs. 12.4 kgs. 


EACH MACHINE supplied complete with starting switch, 10 ft. (3.05 m.) 3-core 
T.R.S. cable (one lead for earthing). Type SD4c is supplied with 3-jaw screwed and 
keyed chuck, one pair of carbon brushes and capsule of oil. Types WD4, WD5 and WD6 
BENCH DRILL STANDS are supplied with spade handle, tubular handle, spare pair of carbon brushes and drift 

for above see Page 5. Types WD4c, WD5cand WD6c are supplied with 3-jaw keyed and screwed chuck, spade 

handle, tubular handle and spare pair of carbon brushes. Also telescopic feed screw is 
supplied with WD6 and WD6c. 


ACCESSORIES FOR TYPES WD4, WD5, WD6, WD4c, WD5c, AND WD6c 


CHUCK AND ARBOR 

Part 9195 1/2" cap. and No. 
1 M.T. arbor for type WD4 

Part 6719 5/8" cap. and No. 2 
M.T arbor for type WD5. 

Part 6720 3/4" cap. and No. 2 
M.T. arbor for type WD6 



TELESCOPIC 

FEED 

SCREW 

Part 1782 

31" traverse 
for WD series 



UNIVERSAL MOTORS for both D.C. and single phase A.C. 25/60 cycles. Supplied for 100/110, 
110/130,150/160, 200/220 and 220/250 volts. Also for 50 volts to special order. 



No. 1 

REDUCING 

U 

MORSE TAPER 

SLEEVES 

I 

SLEEVE 

Part 2165 2: 1 M.T 

|j 

__ 

for Types WD5 and 

r 

IpffiBgggg 

WD6. 

1 



1 

For converting WD5 

Part 225 Drift Key 

I 

from No. 2 to No. 1 


M.T. Part 9180 
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IVaIC r AND 11/4 HEAVY DDTY-all ball beaiing- 
mVUVl ELECTRIC DRILLS 



ELECTRIC DRILLS 

ACCESSORIES FOR TYPES NW8 AND NW10 


EYE BOLT 
ASSEMBLY 

SPADE 

HANDLE 

FEED 

SCREW 

Is 



Part 7958 
Including screws 
and washers. 

(To suspend 
drill). 

Part 7930 

Spade Handle 
Adaptor and 
Screws. 

Part 0842 
(With 2" 
traverse) 

CHUCK AND ARBOR 3/4' 3-jaw.Chuck 

and Key with No. 

Part 7929 3 M.T. Arbor. 


wdwiS 

1 AND 11/4" HEAVY DUTY 
— all ball bearing — ELECTRIC DRILLS 
TYPES NW8, NW10 

Everything about the Wolf NW8 and NW10 Drills 
emphasizes their truly “heavy duty” character. 
Colossal electrical and mechanical strength are com¬ 
bined with perfect balance, easy control and mini¬ 
mum weight. Removable pipe handle is provided to 
facilitate drilling in close quarters. 


REDUCING SLEEVES 


Part 2166 Nos. 3—1 
„ 2167 Nos. 3—2 


BREAST PLATE 



BENCH DRILL STANDS 

A range of drill stands is available to suit the various types of 
electric drills. They are all robustly constructed of best quality 
materials. Note the generously dimensioned table area, the ample 
feed depth, adjustable depth stop, solid steel pillars, slotted bases 
and special lever arm action. 

Specification ESI ES12 ES23 ES3 


SUSPENSION SPRING AND CHAIN 

Part 1669 


SPECIFICATION 

NW8 

NW10 


With drill 
spindle bored 

No. 3M.T. 

With drill 
spindle bored 

No. 3M.T. 

Drilling capacity in Steel . 

Drilling capacity in Hard Wood .. 

Spindle Speed running light. 

Spindle Speed on full load .. .. .. 

Watts input on full load 

Overall Length 

Distance, centre of spindle to outer casing 

Nett Weight . 

Gross Weight 

1" 25mm. 

2|* 64mm. 

360 

230 

1150 watts 

20" 508mm. 

If" 47.6mm. 

28| lbs. 12.9 kgs. 

36 lbs. 16.3 kgs. 

1|" 32mm. 

3" 76mm 

270 

160 

1150 watts 

20" 508mm. 

1|" 47.6mm. 

28| lbs. 12.9 kgs. 

36 lbs. 16.3 kgs. 

UNIVERSAL MOTORS for both D.C. and single phase A.C. 25/60 cycles, 
0 Supplied for 100/110, 110/130, 150/160, 200/220 and 220/250 volts. Also for 


50 volts to special order. 


Depth of feed 

3* 76mm. 

3" 76mm. 

4" 101 mm. 

4 101mm 

Maximum distance 
from chuck to base 
table with drill 
types 

EG2c 

14* 355mm. 




NW2c 

12" 304mm. 

— — 

— — 


NW23c 

10F 272mm. 

— — 

— — 


NW3c 

10l" 266mm. 

— — 

— — 


NW34c 

10|" 260mm. 

— — 

— — 


SD4c 

_ _ 

8" 203mm. 

— — 


WD4c 



— — 

22|" 562mm. 


WD4 

_ _ 

— — 

20r 520mm. 


WD5c 

_ — 

— — 

21555mm. 


WD5 

_ _ 

_ — 

20r 520mm. 

21542mm. 


WD6c 

_ — 

— — 


WD6 

— — 

— — 

20|" 520mm. 


Maximum distance 
from pillar to twist 
drill centre with 
drill types 

EG2c 

5A" 140mm. 
6|" 155mm. 




NW2c/23c/3c/34c/ 

— — 

— — 


SD4c 

— — 

5f" 146mm. 

— — 


WD4/4c/5/5c/6/6c 
NW8/10 .. 

— — 

1 1 

1 1 

7|" 184mm. 

79/16" 190.6mm 

Base table area 

8"x8" 

8"x8" 

9"x9" 

10"x10" 

203x203mm. 

203x203mm. 

228x228mm 

253.4x253.4mm 

Overall height 

22" 558mm. 

22" 558mm. 

39" 990mm. 

39" 990mm. 

Nett Weight. 

29 lbs. 13 kgs. 

301 bs. 13.6kgs. 

64 lbs. 29 kgs. 

901 bs. 40.8kgs. 

Gross Weight 

45lbs. 20.5kgs. 

451 bs. 20.5kgs. 


125lbs.57.7kgs. 




Width of Jaws 

3F 

82.5mm 

Depth of Jaws 

1*' 

30.2mm 

Opening—Upper Jaws 

2" 

50.8mm 

Opening—Lower Jaws 

IF 

44.4mm 

Weight 

7 lbs. 

3.2 kgs 


CLAMP STAND TYPE ES4 

Overall Height .. .. 40" 101.6cm. 

Nett Weight .. 49 lbs. 22.2 kgs. 

Gross Weight, packed .. 80 lbs. 36.4 kgs. 

The clamping of this stand is carried out by two cam faced col¬ 
lars, operated by means of two tommy bars. These collars, the 
foot and the drill arm, are locked to the pillar by means of cotter 
bolts. These are tightened by a 5/8" (15.9mm.) box spanner. 
The feed screw carrier is adjustable along the pillar arm or can 
be removed to suit other makes of machines. 

MACHINE VICE Part 1464 

This vice is designed to fit the slots provided in all 
the above Bench Drill Stands. The jaws are of 
hardened steel have vertical and longitudinal vees, 
making the vice suitable for holding a variety of 
flat, round and square sections, 
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Wolf 


MACHINE BITS FOR WOOD DRILLING ... 


SCOTCH NOSE MACHINE BIT8 



1/2" DIA. 

SHANKS 


8" Twist 


8" Twist 

Size 

Part No 

Size 

Part No. 

1/4" 

6516 

5/16" 

6519 

3/8 

6517 

7/16" 

6520 

1/2" 

6518 




JENNINGS PATTERN MACHINE BITS 


1/2" DIA. SHANKS 

1/4 DIA SHANKS 

Size 

6" Twist 

Part No. 

8' Twist 
Part No. 

12' Twist 
Part No. 

Size 

4" Twist 

Part No 

6" Twist 

Part No. 

9/16' 

5/8" 

11/16" 

3/4" 

13/16' 

7/8' 

1" 

6495 

6498 

6501 

6504 

6507 

6510 

6513 

6496 

6499 

6502 

6505 

6508 

6511 

6514 

6497 

6500 

6503 

6506 

6509 

6512 

6515 

1/4' 

5/16 

3/8" 

7/16 

1/2" 

6485 

6487 

6489 

6491 

6493 

6486 

6488 

6490 

6492 

6494 


... AND HOLESAWS FOR METAL 

With the appropriate Wolf Drill these handy accessories will quickly cut sheet metal. They fit on to standard twist drills and should be located on 

accurate holes from 3/4" up to 3* dia in sreei tanks, conduit boxes and the shanks, not the flutes. 


FOR ENGINEERS 


Complete 
Hole Saw 
Part No. 

Actual 

Dia. 

Spare 
Blade 
Part No. 

Drill 

Recom¬ 

mended 

T wist 
Drill 
Size 

5126 

3/4' 

6616 

) 

1/4' 

3739 

1" 

6619 

! NW3c 


3741 

i A" 

6621 

> NW34c 


3742 

ir 

6622 

i SD4c 


3744 

ir 

6625 

i 


3747 

if 

6628 

\ N W34c 


3751 

2* 

6530 

f SD4c 

5/16" 

3754 

2i' 

6632 

] WD4c/5c 


3757 

2i" 

6634 

y WD5/6c 


3761 

3" 

6635 

J WD6 

3/8" 



FOR ELECTRICAL TRADES 


Comp. 

Hole 

Saw 

Pt.No. 

Actual 

Dia. 

Con¬ 
duit 
clear’g 
Size 

Spare 

blade 

Part 

No. 

Drill 

Recom¬ 

mended 

T W :St 
Drill 
Size 

3736 

2& 

3/4 

6617 

1 NW3c 

1 4' 

3740 

1 

r 

6620 

\ NW34c 


3767 

1 A" 

H 

6623 

1 SD4c 


3745 

14T 

ir 

6626 

NW34cSD4 c 



FOR GAS & WATER TRADES 


Comp 

Hole 

Saw 

Pt.No. 

Actual 

Dia. 

Pipe 

clear’g 

Size 

Spare 

blade 

Part 

No. 

Drill 

Recom¬ 

mended 

T wist 
Drill 
Size 

3737 

a " 

1/2" 

6618 

| NW3c 

1/4" 

3740 

1 /> 

3/4' 

6620 

NW34c 


3743 

i h' 


6624 

1 SD4c 


3746 

if). 

ir 

6627 

1 N W34c 


3749 

ir 

ir 

6629 

/ SD4c 

5/16" 

3752 

21 

i? 

6631 

| WD4c/5c 

3755 

2-2 

2" 

6633 

/ WD5/6c 

3/8" 

3761 

3" 

2i 

6635 

J WD6 


4* AND 6' PORTABLE ELECTRIC HEATT DUTY GRINDERS 



4" PORTABLE 
ELECTRIC 


—all ball bearing 

HEAVY DUTY 
GRINDER 
TYPE GQ4 


The Wolf Type 
GQ4 has won a 
unique reputation 
in foundries and 
metal working 
shops throughout 
the world for am¬ 
azing capacity and 
high speed per¬ 
formance. 



6" PORTABLE 
ELECTRIC 

—all ball bearing 
HEAVY DUTY 
GRINDER 
TYPE GQ6 

The Wolf High 
Speed Grinder Type 
GQ6 represents a 
most important ad¬ 
vance in portable 
grinder design, 
performance and 
efficiency. Ordinary 
vitrified wheels 
should not be usee 
on this machine. 


SPECIFICATION GQ4 


GQ6 


CAPACITY 

for Grinding Wheels 

4" dia. x 3/4" x 1/2" 

(102 x 19 x 13 mm.) 

6" dia. xl" x3/4" 

(152 x 25 x 19 mm.) 

For Wire Scratch Brushes 

and Calico Mop 

4"dia.x1 "(102x25 mm.) 

6"dia.x1 "(152x25 mm.) 

Spindle Speed running light 

5C00 r.p.m. 

5600 r.p.m. 

Spindle Speed on full load ... 

3500 r.p.m. 

3850 r.p.m. 

Watts input on full load 

775 watts 

1200 watts 

Overall Length . 

21 i* 546 mm. 

25)" 648 mm. 

Nett Weight. 

12) lbs. 5.6 kgs. 

23A lbs. 10.6 kgs. 

Gross Weight . 

18 lbs. 8.1 kgs. 

31.) lbs. 14.1 kgs. 


EACH MACHINE supplied complete with starting 
switch, 10 ft. 3.05 m. 3-core T.R.S. cable (one lead for 
earthing) spare pair of carbon brusnes, GQ4 with one 
vitrified grinding wheel, GQ6 with one resin bonded 
grinding wheel and adjustable wheel guard. 

UNIVERSAL MOTORS suitable tor operation on 
100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. 
and single phase A.C. 25/60 cycles. Also for 50 volts to 
special order. 


ACCESSORIES FOR TYPES GQ4 AND GQ6 


GRINDING WHEELS GQ4 

GRINDING WHEELS GQ6 

Part 7357 

Part 6804 (Resin Bonded) 

4" dia. x 3/4" x 1 12" 

6" dia. x 1" x 3/4" 

Aluminous Oxide 

Aluminous Oxide 

Part 7409 

Part 9493 

4" dia. x 3/4" x 1 / 2" ^1®^ 

6" dia. x 1" x 3/4" 

Silicon Carbide 

Silicon Carbide 

SUSPENSION SPRING AND 

CHAIN Part 1669 (For GQ6 only) 



WIRE SCRATCH BRUSHES 


Part 1404 

4" dia. x 1" x 1 12" tor GQ4 
Part 7520 

Clamping Washer for above 
Part 6852 

6" dia. x 1" x 3/4" for GQ6 



CALICO POLISHING 
MOPS 

Part 2093 

4" dia.xl" for GQ4 
Part 1159 

6" dia.xl" for GQ6 


GRINDING WHEEL 
DRESSER 


Part 1168 


TAPERED EXTENSION 
SPINDLES (for Calico Mops) 

Part 7521 Tapered spindle for GQ4 
Part 8284 Tapered spindle for GQ6 
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DIE GRINDER KIT 

TYPE DG1 

The Wolf DG1 Kit provides an efficient method for grinding down 
contours, correcting inaccuracies in dies, light profile grinding, retouch- 
ing taps, cutters and forming tools, etc. Although primarily intended as 
a portable tool, it may with advantage be mounted in the Bench Clamp 
Stand, shown on page 3. 



_ SPECIFICATION _ 

The Wolf High Speed Grinder Type DG1 complete with starting switch 

10 ft. (3.05 m.) 3-core T.R.S. cable and spare pair of carbon brushes. 
1—Mounted Point each Part 1—Felt Bob each: 

1321,1322,1324,1325, 2352, 2354 
1—Grinding Wheel : Part 1114 
1—Arbor for above :: Part 6697 
1—Fixed Wheel and Arbor : 

Part 1115 and Part 1116 


Part 1138 and Part 1139 

1— Arbor for above : Part 6698 

2— Spanners 

1—Strong Steel Carrying Case 


CAPACITY: Grinding wheeis up to 

irdia.x5/16" 

| 40.8 x 8 mm. 

Speed running light . 

16000 

r.p.m. 

Watts Input on full load . 

270 watts 

Overall Length . 

71" 

19.6 mm. 

Nett Weight . 

5 lbs. 

2.3 kgs. 

Nett Weight of Kit . 

101 lbs. 

4.8 kgs. 

Gross Weight of Kit . 

m ibs. 

5.6 kgs. 


ACCESSORIES FOR KIT TYPE DG1 



UNIVERSAL MOTORS for operation on 100/110, 
110/130, 150/160, 200/220, 220/250 volts D.C. and single 
phase A.C. 25/60 cycles. Also for 32 and 50 volts to 
special order. 




6 DENCH & PEDESTAL ELECTRIC GRINDER TYPE TG6 


Invaluable tor promoting better work and higher efficiency in the small 
workshop or large mach'ne shop. Compact design with perfectly balanced, 
dependable constant speed motor and robust switch Provided with 
adjustable tool rests and carrying handle. 


SPECIFICATION 


Spindle Speed running light 


! 

A.C. 50 cycles . 

2950 r.p.m. 

A.C. 60 cycles . 

3540 r.p.m. 

Watts Input on full toad . 

285 watts 

Size of Grinding Wheels 

6" x 5/8" x 1 Y 

152 x 16 x 12.7 mm 

Height to centre of spindle . 

n 

134 mm. 

Nett Weight . 

29 los 

13.1 kgs 

Gross Weight. 

46 Ibs. 

20.8 kgs. 

PEDESTAL MODEL. The Pedestal Model is 

equipped as specified for the complete 

Bench Model but is mounted on a robust cast pedestal with built-in water pot. 

Height to centre of spindle . 

.nr 

.94 m. 

Nett Weight . 

44£ Ibs. 

20.2 kgs. 

Gross Weight ... ... . 

61£ >bs 

27.9 kgs. 


ACCESSORIES FOR TYPE TC6 


EACH MACHINE supplied complete with starting switch, 
two grinding wheels 6" x 5/8" x 1/2" (152 x16 x 12.7 mm.) one 
coarse and one fine, wheel guards, tool rests and 4 ft. (1.21 m.1 
cable (with one lead for earthing.) 

MOTOR. 1/4 (0.25) H.P Totally enclosed with spindle moun¬ 
ted on dust sealed ball bearings. The three phase A.C. motors 
are of the squirrel cage type, and the single phase A.C. motor- 
are of the capacitor start and run type. 

STANDARD WINDINGS. A.C. Single phase 110/130 
200/220, 220/250 volts A.C Three phase 400/440 volts, 220/380 
volts STAR DELTA 



6" dia. x 5/8" x 1/2" bore 
Part 3114. Fine 

Part 3115 Coarse 


WIRE SCRATCH BRUSH 

CALICO POLISHING MOP 

Part 1174 

^ 1 



PEDESTAL Part 4377 
Cast Pedestal with built-in Water Pot 



GRINDING 

WHEEL 

DRESSER 

Part 1168 




TAPERED 

EXTENSIGN 

SPINDLE 

Part 4852 Right hand 
Part 4583 Left hand 
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8 BENCH AND PEDESTAL ELECTRIC GRINDERS 

TYPE TG8. supplied in six models 



Ample power, constant speed, 
complete reliability, generous 
working area and fully adjust¬ 
able tool rests combine to pro¬ 
duce a machine satisfying the 
most exacting requirements. 
Easily adapted to suit the 
widest possible range of needs 
from buffing and polishing to 
twist drill grinding. Pedestals 
with built-in water pots greatly 
improve general utility and 
economise valuable space. 

GENERAL SPECIFICATION - ALL TG8 MODELS 


No load speed A.C., 50 cycles 
No load speed A.C., 60 cycles 
No load speed D.C. ... 

Motor Rating. 

Watts Input on full load 
Size of Grinding Wheels 
Distance between wheels 
Height to centre of,Spindle—Bench Models 
Height to centre of Spindle—Pedestal Models 

Nett Weight—Bench Models . 

Gross Weight—Bench Models 



2950 r.p.m. 


3540 r.p.m. 


2800 r.p.m. 


1/2 (.5) h.p. 


600 watts 


8" x 7/8" x 5/8" 

203x22 x 15.9 mm. 


15*" 

393.7 mm. 


9*" 

235 mm. 


41*" 

1.04 m. 


74 lbs. 

33.5 kgs. 


102 lbs. 

46.2 kgs. 


STANDARD WINDINGS A.C. Single phase, 110/130 volts, 200/220 volts, 230/250 volts. A.C. Three 
phase. 400/440 volts. 220/380 volts STAR DELTA (380 volts STAR—220 volts DELTA). Direct Current. 
100/110 volts, 200/220 volts, 230/250 volts. Other windings can be supplied to special order. 

For Direct Current circuits above 250 volts, a resistance starter is necessary and will be quoted for 
on application. 


MODEL 1 BENCH GRINDER WITH ILLUMIN¬ 
ATED EYESHIELDS (illustrated). 

Each machine is supplied complete with two grinding 
wheels 8" x 7/8" x 5/8" (one coarse and one fine), wheel 
guards, illuminated eyeshields, spark shields, adjustable 
tool rests, starting switch and 4 ft. (1.21 m.) T.R.S. cable. 

MODEL 4 PEDESTAL GRINDER (illustrated). 

The Pedestal Model is equipped complete as specified for 
the Bench Model but is mounted on a robust cast pedestal. 
Height to centre of spindle ... 41*" - 1.04 m. 

Bolt Hole centres 

(for 3/4" - 19 mm. bolts) ... 9" x 9" - 228 x 228 mm. 

Nett Weight ... ... ... 58* lbs. - 44.7 kgs. 

Gross Weight ... ... ... 126* lbs. - 57.4 kgs. 

MODEL 2 BENCH GRINDER WITH PLAIN 
EYESHIELDS. 

Specification as for Model 1 above. 

MODEL 5 PEDESTAL GRINDER. 

Supplied as Model 2, but mounted on robust cast 
pedestal. 

MODEL 3 BENCH GRINDER WITHOUT EYE- 
SHIELDS. 

Specification as for Model 1 above. 

MODEL 6 PEDESTAL GRINDER. 

Supplied as Model 3, but mounted on robust cast pedestal. 


8 BENCH k PEDESTAL ELECTRIC GRINDERS & POLISHERS 

TYPE TG8. 



SUPPLIED IN SIX MODELS 


SPECIFICATION 

As for above except for the following :— 

Weight : Nett . 68 lbs. 30.8 kgs. 

Gross . 96 lbs. 43.5 kgs. 

M0DEL7 BENCH GRINDER A POLISHER 
WITH ILLUMINATED EYESHIELDS 

Each machine supplied with grinding wheel 
8" x 7/8" x 5/8", wheel guard, illuminated eye- 
shield, spark shield and adjustable tool rest at the 
one end and a tapered extension spindle at the 
other complete with starting switch and 4 ft. 
(1.21 m.) T.R.S. cable. 

MODEL 10 PEDESTAL GRINDER AND 
POLISHER Equipped complete as specified for 
the Model No. 7 but mounted on robust cast 
pedestal. Dimensions as Model 4. 

Weight : Nett . 92* lbs. 41.9 kgs. 

Gross . 120* lbs. 64.7 kgs. 


MODEL 8 BENCH GRINDER AND 
POLISHER WITH PLAIN EYESHIELDS 

Specification as for Model 7. 

MODEL 11 PEDESTAL GRINDER AND 
POLISHER Supplied as Model 8, but mounted 
on robust cast pedestal. 

For principal dimensions and weights see Model 10* 

MODEL 9 BENCH GRINDER AND 
POLISHER WITHOUT EYESHIELD 

Specification as for Model 7 

MODEL 12 PEDESTAL GRINDER AND 
POLISHER Supplied as Model 9, but mounted 
on robust cast pedestal. 

For principal dimensions and weights see Model 10. 


8 BENCH AND PEDESTAL ELECTRIC 
POLISHERS TYPE TG8 


:. 

TG8 MODEL 13 


SPECIFICATION 

As for above except for the following :— 
Distances between centres of 

mops or wire brushes ... 21" 533 mm. 

Weight : Nett .53 lbs. 24.04 kgs. 

Gross ... 81 lbs. 36.74 kgs. 


MODEL 13 BENCH POLISHER Each machine 
supplied complete with two tapered extension 
spindles, starting switch and 4 ft. (1.21 m.) T.R.S. 
cable. 

MODEL 14 PEDESTAL POLISHER Equipped 
complete as specified for Model 13 but is mounted 
on robust cast pedestal. Dimensions as Model 4. 


Weight : 


Nett 

Gross 


77* lbs. 35.1 kgs. 
105* lbs, 47.9 kgs 


ACCESSORIES FOR TYPE TG8 BENCH AND PEDESTAL GRINDERS AND POLISHERS! 



TWIST DRILL GRINDING 
ATTACHMENT 

Part For grinding Twist Drills 
882 3/8" - 1" dia. 


CHUCK AND ARBOR 

Part 6743 3/4' Chuck & key. 
Part 3029 Arbor for above chuck 


WIRE 
SCRATCH 
iO ]§ BRUSH 

Part 4335^ 

CALICO 

POLISHING m 
MOP 

Part 1158 L| 

8" dia.x 1 ’ 

PEDESTAL 

Part 5694 Cast 
Pedestal with 
built-in water 
pot. 

TOOLTRAY 

Part 5571 Complete 
with thumb screw. 

tapered 

EXTENSION |N 
SPINDLE |J 

Part 731 

Right hand W 

Part 732 ? 

Left hand 

WHEEL 

GUARDS 

Fitted with 

Dust Extractor 
Outlets 

Part 

8892 Right Hand 

8893 Left Hand 


EYE SHIELDS 

Part 5696 Illuminated Eye- 
shield and Lamp Assembly 
(less lamp). 

Part 5695 Plain Eyeshield 
Assembly. 


GRINDING WHEEL 
DRESSER Part 1168 


GRINDING 

WHEELS 



Part 8615 
Fine, 50 cycles. 
Part 8616 
Coarse, 50 cycles. 
Part 8617 
Fine, 60 cycles. 
Part 8618 
Coarse, 60 cycles 
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Wolf 


FLEXIBLE SHAFT ELECTRIC GRINDER 

TYPE m TWO SPEED-TWO POSITION 



Unsurpassed for all round tool room usefulness. Amply powered for 
sustained usage ; highly efficient grinding speed, also the correct 
speed for rotary filing. Motor swivel mounted so that the shaft is 
always in the most convenient working position. Readily adapted as 
suspension model by removing base. 

SPECIFICATION 


U NIVERSAL MOTOR (.3 H.P.) suitable for operation on 100/110, 
110/130,150/160, 200/220 and 220/250 volts D.C. and single phase AC. 
25/60 cycles. Also for 50 volts to special order. 

ACCESSORIES FOR TYPE FF2 


SHAFT SPEED 1. For Grinding and Polishing 
SHAFT SPEED 2. For Rotary Files and Milling 

Cutters . . 

Maximum size of Grinding Wheel 

Maximum size of Calico Mop,. 

Maximum size of Wire Scratch Brush 

Watts input on full load . 

Nett Weight . 

Gross Weight 
The Ball Bearing Toolholder of the Flexible Shaft is 
fitted with a 1/4"-6mm. collet. 


11,500 r.p.m 

1,200 

r.p.m. 

2" x 3/8" 

50.8 x 9.5 mm 

3" 

76 mm. 

2|" 

70 mm 

370 warts 

22 lbs. 

9.9 kgs 

23A lbs 

10.5 kgs 


SUPPLIED COMPLETE with motor mounted on a swivel base and fitted with a 
Wolf type 10FD flexible shaft 4' 6" in length, starting switch, 10 ft. (3.05 m.) 3-core 
T.R.S. cable (one lead for earthing), arbor with washers and nut, grinding wheel 
2" x 3/8", and spare pair of carbon brushes. 



WG6 Part 1322 WG8 Part 1324 


WG10 Part 1326 WG12 Part 2352 


ROTARY FILES 


4i 


m 8 &* 




WF31 Part 4482 Coarse WF61 Part 4488 Coarse WF91 MtmOjjn. WF12. P^t 45 W Coarse 


Part 4483 Fine 


Part 4489 Fine 





WF11 Part 4478 Coarse WF41 Part 4484 Coarse WF71 Part 4490 Coarse WF101 Part 4496 Coarse WF141 Part 4510 Coarse 
Part 4479 Fine Part 4485 Fine 


Part 4491 Fine 


WF21 Part 4480 Coarse WF51 Part 4486 Coarse WF81 Part 4492 Coarse 


Part 4481 Fine 


Part 4487 Fine 


Part 4493 Fine 


WF111 Part 4498 Coarse WA4 Part 2230 Arbor lor 
Part 4499 Fine WF201, 211, 221, 231 


WF221 M 

Part 
Coarse 
WF201 4502 

WF211 4504 

WF221 4506 

WF231 4508 


Part 

Fine 

4503 

4505 

4507 

4509 


ROTARY MILLING CUTTERS 


Ml 9 Part 6674 Coarse M22 Part 6680 Coarse M27 Part 6686 Coarse 

Part 6673 Medium Part 6679 Medium Part 6695 Medium 


M88 Part 6696 Coarse 
Part 6695 Medium 


Mil Part 6666 Coarse 
Part 6665 Medium 


Ml 5 Part 6668 Coarse 
Part 6667 Medium 


Ml 6 Part 6670 Coarse M20 £ art J676 Coarse 


Part 6669 Medium 


Part 6675 Medium 


M23 Part 6682 Coarse M28 Part 66o8 Coarse 
Part 6681 Medium Part 6687 Medium 


M17 p, r , AA 79 fnarcF* M21 Part 6678 Coarse M24 Part 6684 Coarse M30 Part 6690 Coarse 
Ml7 Part 66/2 Coarse p art 6677 Me<Jjum p art 66g3 Medium Part 6689 Medium 


Part 6671 Medium 


M31 Part 6692 Coarse 
Part 6691 Medium 


M33 Part 6694 Coarse 
Part 6693 Medium 


FELT POLISHING BOBS 


HH 

WP2 

Part 1133 


WP1 

Part 1132 



ii 


WPS 

Part 1136 


WP6 

Part 1137 


WP7 

Part 1138 


WPS 

Part 1139 


ARBORS 

WA2 

Part 6698 

Arbor with Washers and 
Nut for Part Nos 1138 and 
1139 


WA3 Part 1112 
Arbor for Part Nos. 1132 to 1137 



ADDITIONAL ACCESSORIES FOR TYPE FF2 


GRINDING WHEEL & ARBOR 


Part 

1078 2 dia, x 3/8" 

1114 IT dia- x 5/16" 
6697 Arbor with Washers 
and Nut 




GRINDING WHEEL 
& FIXED ARBOR 

Part 

11151* dia. x 1/4" 

1116 1" dia, x 1/4" _ 


JH y* CADDY POLISHER & ARBOR 

|ljQ|f| I Part 1117 (Rubber) 2J" dia. xl/2" 

1 Part 6697 Arbor with Washers and Nut 

— €> FINE WIRE SCRATCH 

BRUSH & ARBOR 

«H» 1 Part 1131 2i" dia. 

1 Part 6699 Arbor with Washers 

[| Nut and Bush 


a CALICO POLISHING MOP 

r i & arbor 

j j§|r 1 Part 1130 3" dia. 

1 ^ art Arbor with Washers and 

COLLET 

^gjggggg^jjl Part 8487 Collet for accessories 
having 1 /4 W or 6 mm. shanks 
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W A |C 3 PRECISION—all ball bearing-LATHE GRINDER 

WUll TYPE CL3 


TYPE GL3 

There are endless opportunities for the GL3 in the tool room and machine 
shop. Any normal 6" to 8" lathe can be adapted instantly for grinding to 
closest precision limits. The GL3 promotes better workmanship, reduced 
production costs and all-round efficiency. 

SPECIFICATION 


Motor ... ... ... 

Spindle speed . 

Watts input on full load 
Diameter of Motor Pulley ... ... 

Diameter of spindle pulley 
Overlap of 3" grinding wheel beyond spindle 
Nett Weight ... ... ... ... 

Gross Weight . 


.4 h.p. 

For external grinding 8,000 r.p.m. 
For internal grinding 20,000 r.p.m. 
495 watts 

For external grinding 1" 

For internal grinding 2-$" 

IF 

19/32" 

18 lbs. - 8.1 kgs 
21 lbs.-9.5 kgs. 


EACH MACHINE supplied complete with starting switch, 6 ft. (1.8 m.) of 3-core T.R.S. 
cable (one lead for earthing), driving belt, belt guard, grinding wheel guard, grinding wheel 3"x 
1/2"x 14 mm., one spare pair of carbon brushes, and one diamond grinding wheel dresser. 


For internal grinding a large pulley is fitted to the motor (see 
Accessories for internal grinding). 


INTERNAL GRINDING ATTACHMENTS 


ADDITIONAL ACCESSORIES 


Part 7690 

The accessories are offered for internal grinding to a depth of 3£" with 
grinding wheels 1" x F maximum diameter and F x F minimum dia. 
Each set of accessories comprises :— 



DRIVING BELT 

Part 7017 


PULLEY 

Part 1941 


INTERNAL 
GRINDING QUILL 

Part 4905. Complete 
with Grinding 
Wheels 1308, 1309 


GRINDING WHEEL 
DRESSER ASSEMBLY 

Part 1713 


EXTERNAL 
GRINDING 
WHEEL 



x 14 mm 


INTERNAL 
GRINDING 
WHEELS 

Part 1308 

3/4" x 1/4" x 1/4". 
Part 1309 
1" x 1/4" x 1/4". 



MOTOR. .4 H.P. universal motor, suitable for operation on D.C. and single phase 
A.C. 25/60 cycles. Supplied for 100/110, 110/130. 110/160. 2C0/220, 220/250 
volts. Also for 50 volts to special order. 




7 PORTABLE—all ball bearing— 

ELECTRIC SANDERS 


7* dia. 188 mm. 

4"x1/2" 102 x 12.7mm 

4"x1F x 3/4" 102x38x19mm 

2500 r.p.m. 

1400 r.p.m. 

495 watts 

12 lbs. 5.4 kgs. 

13| lbs. 6 kgs. 


7" dia. 188 mm. 

5" x 1/2" 127 x 12.7mm 

4"x1!"x3/4' 102x38x19mm 

3600 r.p.m. 

2600 r.p.m. 

775 watts 

1 7f 444 mm. 

12 lbs 5.4 kgs. 

17 lbs 7.7 kgs. 


SPECIFICATION VSM HS2 


HEAVY DUTY—TYPE HS7 


Size of Sanding Disc 
Size of Cup Wire Brush 
Size of Cup GrindingWheel 
Spindle Speed running light 
Spindle Speed on full load 
Watts input on full load 

Overall Length. 

Nett Weight . 

Gross Weight . 


Both in general design and speed, the Wolf VSM Sander possesses distinct advantages 
for certain types of work. It is a firm favourite in the Building Trades for flooring and 
stone surfacing work and in the finishing shops of coachbuilders. 

The Wolf HS7 Heavy Duty Sander is designed expressly for continuous production 
service and will maintain fast cutting speed under heavy loads. Cup Grinding Wheels 
and Cup Wire Brushes are invaluable accessories for both models. The new rein¬ 
forced abrasive disc wheel for the HS7 represents a most important development. 

EACH MACHINE supplied 
complete with starting switch, 10 
ft. (3*05 m.) 3-core T.R.S. cable 
one lead for earthing), 7" flexible 
backing disc, one sanding disc, 
combined spanner and pin key 
and spare pair of carbon brushes. 


STANDARD DUTY-TYPE VSM 


ACCESSORIES FOR TYPES VSM AND HS7 


REINFORCED SANDING DISCS 


Silicon Carbide- 

Aluminous 

Garnet 

GRIT 

for iron, bronze 

Oxide— 

for 


and stone, etc 

for steel 

Wood 


Part 

Part 

Part 

0/80 

4512 

4514 

4513 

i/60 

4515 

4517 

4516 

1/50 

4518 

4520 

4519 

2/36 

4524 

4526 

4525 

3/24 

4530 

4532 

4531 

5/16 

4539 

4541 


RUBBER BACKING 

FELT RUBBING 

DISC Part 2360 

PAD Part 

597 

7" oia.—177.8mm. 

7” dia.—177.S mm. 


RE-INFORCED ABRASIVE DISC WHEEL & GUARD 

(for HS7 only) Dia. 7' x 3/16 x 7/8* bore 


Aluminous Oxide disc for steel etc. 
Silicon Carbide disc for cast iron 
and non-ferrous material. 

Guard Assembly 

Inner Flange and Nut Assembly 




CUP WIRE 
BRUSH 

Part 7534 4" d ia. 
102 mm. (VSM) 
Part 8622 5" dia. 
127 mm. (HS7) 


LAMBSWOOL 

POLISHING 

BONNET 

Part 780 

8" dia. not recom- 
mended for 
cellulose polishing. 


ADAPTOR 
ASSEMBLY 
FOR FIXING 

Part 7531 Nut 


CUP GRINDING WHEEL 
& WHEEL GUARD 

Part 7532 
4" x IF x 3/4"— 

102 x 38 x 19 mm 
(Aluminous oxide) 

Part 7533 ditto 
(Silicon Carbide) 

Part 9002 
Cup Wheel Guard 
Assembly 

GRINDING WHEEL 

Part 7531 Outer Flange 



Part 351 Inner Flange 
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3 PORTABLE ball bearing ELECTRIC BELT SANDER 

mWVl» TYPE BS3 


With the introduction of the Wolf Belt Sander Type BS3 new standards of 
sanding performance and perfection have been created. Abundant power 
for continuous operation is provided by a motor of special design, Trans¬ 
mission is gear driven throughout. This heavy duty, yet compact machine 
offers such advantages in speed, accuracy, perfect finish and dependability 
as to completely outdate other tools of similar type. 


SPECIFICATION 


Size of Belt . 

Belt Speed per minute on light load 
Watts Input on full load 
Overall Length without Bag ... 
Overall Length with Bag 

Overall Height. 

Overall Width. 

Nett Weight . 

Gross Weight. 


3" x 24" 
1200 ft. 


76 x 609 mm. 
366 m. 


755 watts 


13#" 
22 |" 
8 |" 
4 #' 
19 lbs. 
32 lbs. 


346 mm. 
568 mm. 
225 mm. 
124 mm. 
8.5 kgs. 
14.4 kgs. 


UNIVERSAL MOTORS suitable for operation on 100/110, 
110/130, 150/160, 200/220, 220/250 volts D.C. and single phase A.C. 
25/60 cycles. Also for 50 volts to special order. 


ACCESSORIES FOR TYPE BS3 


FELT PAD 

FELT POLISHING 
BELTS 


SANDING BELTS 

Part 9095 

C<J 


Garnet— 
for wood 

Aluminous 
Oxide 
—for steel 

Silicon 

Carbide—for 
iron, bronze 
and stone, etc. 

Fitted to base of 
machine for sanding 
slightly curved sur¬ 
faces. 

Part 9466 

For use with polishing 
compounds on stainless 
steel, marble etc. 

Grade Fine 3/0/120 
Medium i/60 
Coarse 2J/30 

Part 9120 j 
Part 9123 j 
Part 9126 

| Part 9122 
Part 9125 
Part 9128 

Part 9121 
Part 9124 
Parr 9127 


EACH MACH I N E supplied 
complete with starting switch, 
dust bag, 15 ft. (4.57 m.) 3-core 
T.R.S. cable (one lead for earth¬ 
ing), one garnet sanding belt and 
spare pair of carbon brushes. 
BELT SANDER KIT 
comprises BS3 Sander complete 
as above, 12 garnet sanding belts 
— four each fine, medium and 
coarse; strong steel carrying case. 


COMBINED ELECTRIC M0RTISER AND DRILL TYPE CM4 


Mortises from 1 /4"—1 /2” wide and up to U\" deep can be made at high speed with the standard tools, 
and by repetition cuts the width may be increased up to 3". Within a few seconds the Machine can be 
adapted as a sturdy Drill Press or a Heavy Duty 3/8" Portable Drill. Mortisi ng attachments are available 
separately for converting current types of Wolf Drill type NW3c and Stand into Chisel Mortisers. 


SPECIFICATION 


1/4' 

6 mm. 

Overall Height 

22" 

558 mm. 

5/16' 

8 mm. 

Drilling capacity in Steel 

3/8' 

10 mm. 

3/8' 

10 mm. 

Drilling capacity in Wood 

5/8" 

16 mm. 

7/16' 

11 mm. 

Spindle Speed running light 

850 r.p.m. 

1/2' 

12 mm. 

Spindle Speed on full load 

475 r.p.m. 

4*' 

114 mm. 

Watts input on full load ... 

250 watts 

3' 

76 mm. 

Nett Weight of Drilling Machine 





only . 

7* lbs. 

3.4 kgs 

2#' 

63.5 mm. 

Nett Weight of Complete Unit... 

42 lbs. 

19 kgs. 

8' x 8' 

203 x 203 mm. 

Gross Weight of Complete Unit 

48 lbs. 

21.7 kgs. 


For Mortise Slot widths 


Maximum Depth of Timber ... 

Depth of Feed. 

Maximum Distance from centre 
of bit to back stops 
Base Table area . 


EACH MACHINE supplied complete with starting switch, 10 ft. (3.05 m.) 3-core T.R.S. cable (one lead for earthing), 3/8" 
3-jaw keyed chuck, guides, clamp plate, 1/2" hollow mortise chisel, bit and holder, one 1/2" sharpening tool, and spare pair of 
carbon brushes. 



UNIVERSAL MOTORS for operation on 
volts D.C. and single phase A.C. 25/60 cycles 
quoted for on application, 

ACCESSORIES 

100/110, 110/130. 150/160. 200/220. 220/250 

Can be supphed tor 32 and 50 volts ind will be 

FOR TYPE CM4 

MORTISE 

ATTACHMENT 

Part 8741 

Includes 1/2" chisel, 
bit and sharpening 
tool 

CONVERSION 

UNIT 

Part 7661 

To adapt ESI Drill 

Stand into Mortise 
Stand 

MORTISE 

STAND 

Part 7658 

MORTISE CHISEL 
SHARPENING TOOLS 

Part 

6274 Sharpening tool for 1/2" Chisel 

6524 ., „ 7/16" Chisel 

6523 „ „ 3/8" Chisel 

6522 „ „ 5/16" Chisel 

6521 „ „ 1/4" Chisel 

HOLLOW SQUARE CHISELS 

Part 6272 1/2' Hollow Chisel 

6423 7/16" 

6425 3/8' 

6427 5/16" 

6429 1/4' 

MORTIS 

Part 

6273 1 /2" Mortise Dril 
6424 7/16" „ 

oooooMomK 

E DRILLING BITS 

Part 

lling Bit 6426 3/8" Mortise Drilling Bit 

6428 5/16" . 

6430 1/4" „ „ , 
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fUUlf LIGHTWEIGHT PORTABLE ELECTRIC SCREWDRIVER 

■ - all ball bearing - type qms 


Incredibly efficient aids to greater output, better workmanship and 
less fatigue, wherever light screwdriving and nutrunning are concerned. 
Extremely powerful, light, fast and well balanced the QMS incorporates 
a sensitive adjustable clutch which eliminates over-running and consequent 
damage to work. 

SPECIFICATION 


CAPACITY: Drives Wood Screws No. 4-No. 12 
Spindle Speed running light . 

1000 

i 

r.p.m. 

Spindle Speed on full load ... 

600 r.p.m. 

Watts input on full load . 

200 watts 

Overall Length with Bit in position . 

nr 

293 mm 

Distance from centre of spindle to outer casing 

15/16' 

24 mm. 

Nett Weight ... . 

4 lbs. 

1.8 kgs. 

Gross Weight . . 

6 lbs. 

2.7 kgs. 


EACH MACHINE supplied complete with starting switch, adjusting key, 10 ft. 
(3.05 m.) 3-core T.R.S. cabie (one lead for earthing), spare pair of carbon brushes and No. 8 
screwdriving bit and guide. 

ACCESSORIES FOR TYPE QMS 



BITS 

FOR PHILLIPS HEAD 
SCREWS 


Part 5275 

No.1 Bit for screws up to No.4 
Part 5276 

No 2 Bit for screws No. 5—10 


HEXAGON 

SOCKETS 


Part 5279 2 BA 
Part 5280 3 BA 
Part 5281 4 BA 


BITS & GUIDE SLEEVES 


Part 

5272/68 No 4 Bit and Guide Sleeve 
5273/69 No. 6 Bit and Guide Sleeve 
5274/70 No. 8 Bit and Guide Sleeve 
5271/67 No. 10 Bit and Guide Sleeve 
6284/85 No. 12 Bit and Guide Sleeve 


BITS ONLY 

Part 

5272 No. 4 Bit only 

5273 No. 6 Bit only 

5274 No. 8 Bit only 
5271 No. 10 Bit only 
6284 No. 12 Bit only 


GUIDE SLEEVES 
ONLY 

Part 

5268 No. 4 Guide Sleeve 

5269 No. 6 Guide Sleeve 

5270 No. 8 Guide Sleeve 
5267 No. 10 Guide Sleeve 
6285 No. 12 Guide Sleeve 


HEAVY DUTY-all ball bearing-ELECTRIC SCREWDRIVER TYPE NWSI 

NUTSETTER type nwti 


: 

hieM 

< - 


, .V' 



Unequalled for really heavy duty and general purpose work. Incorporates 
a sensitive adjustable clutch and a reversing switch. Perfectly simple 
to operate, the bit automatically finds the screw slot and the machine 
idles until pressure is applied. 

TYPE NWTI— Similar to the NWSI, but instead of the adjustable 
clutch it is fitted with a specially designed positive clutch which enables 
nuts, set screws, etc., to be “hammered** home to full tightness. 

SPECIFICATION 


CAPACITY (NWSI). Suitable for wood screws from No. 4 to No. 
16. Maximum length of screws depends on class of wood used and 
whether or nor clearance or pilot holes are drilled. There is abundant 
power for driving 4" x 14 or 2£" x 16 screws in oak provided 
correct pilot holes are made. Capacity for self tapping screws: up to 
No. 14, “Z” type, in 5 gauge steel. 

CAPACITY (NWTI). Will drive to final tightness hexagon screws 
and set hexagon nuts from 3/16" to 3/8" Whitworth. 

ACCESSORIES NWSI 


Spindle Speed running light . 

Spindle Speed on full load. 

Watts input on full load 

Overall Length with Bit in position 

Distance from centre of spindle to outer casing 

Nett Weight. 

Gross Weight . 


530 r.p.m. 

290 r.p.m. 

280 watts 

V 6" 

457 mm 

i r 

38 mm 

8 lbs. 

3.7 kgs 

10* lbs 

4.6 kgs 


EACH MACHINE supplied complete with starting switch, 10 ft. (3.05 m.) 3-core T.R.S. 
cable (one lead for earthing), reverse plug and spare pair of carbon brushes. The NWSI 
Screwdriver has a clutch adjusting key, No. 12 screwdriving bit and guide sleeve and the 
NWTI Nutsetter has a 3" extension piece and a 5/16" Whitworth hexagon socket. 

ACCESSORIES NWTI 


ISk SQUARE 

1 PLUGS 

Part Size Across Flats 

1192 3/8" 

1193 7/16" 

1194 1/2" 

1195 9/16" 

1196 5/8" 

SCREWDRIVER 
SOCKET BIT 

Part 1190. Size of blade 
7/16" x 1/16" (11.1 x 1.6 
mm.) For use with Exten¬ 
sion Piece Part No. 2386 

SQUARE SOCKETS 

Part No. 

SOCKETS 

Size across 
Flats 

Size Whit. 
Nuts 

Size Whit. 
Set Screws 

1199 

1200 

1201 

1202 

1203 

3/8" 

7/16" 

1/2" 

9/16" 

5/8" 

3/16' 

7/32' 

1/4" & 9/32" 
5/16" 

3/8" 

5/16" 

3/8" 

7/16' 

1/2" 


BITS FOR 

PHILLIPS HEAD SCREWS 


Part 3830 

No. 2 Phillips Bit for countersunk, round 
cheese and fillister heads Nos. 5-10. 


Part 3831 

No. 3 Phillips Bit or countersunk, round, 
cheese and fillister heads Nos. 11-16. 


BITS AND 
SLEEVES 

Part 

9464 No 4 

3822 No 6 

3823 No. 8 

3824 No. 10 

3825 No. 12 

3826 No. 14 
6596 No. 16 


GUIDE 


Bit and 
Bit and 
Bit and 
Bit and 
Bit and 
Bit and 
Bit and 


Guide 

Guide 

Guide 

Guide 

Guide 

Guide 

Guide 


Sleeve 

Sleeve 

Sleeve 

Sleeve 

Sleeve 

Sleeve 

Sleeve 


UNIVERSAL MOTORS for operation on 100/110, 110/130, 150/160 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order 


EXTENSION PIECE 


Part 2386 
6" (152.4 mm.; 
overall length 


FEMALE 

COUPLING 


Part 1181 
1 ik" (27 mm. 
overall length 


HEXAGON SOCKETS 



PsTt No* 

Size across 
flats 

in inches 

si: 

’ N 

m 

O 

-n 

z 

c 

rs 


Whit 

S.A.E. 

u.s 

1180 

7/16" 


1/4 


1181 

.448" 

3/16 


— 

1182 

1/2" 

— 

5/16" 

1/4 

1183 

.525" 

1/4" 

— 


1184 

9/16" 


3/8" 

5/16* 

1185 

19/32" 

— 

— 

— 

1186 

.600" 

5/16 

— 

— 

1187 

.625" 

— 

7/16' 

_ 

1188 

11/16 

— 

— 

3/8" 

1189 

.710" 

3/8' 

— 

— 
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Wolf 


7 PORTABLE-ball bearing-ELECTRIC SAW 

TYPE RS7 



EACH MACHINE supplied complete with starting switch, 
15 ft. (4.6 m.) of 3-core T.R.S. cable (one lead for earthing), 
one combination rip and crosscut blade, ripping guide, tee 
spanner, tommy bar, one spare pair of carbon brushes. A 
strong steel carrying case Part 8716 is also available for the R57. 


Incorporating a new motor of advanced design the RS7 meets a long felt need 
experienced by firms throughout the woodworking trades for a powerful 
dependable saw of medium capacity and light weight. Extremely compact and 
easy to handle, this latest addition to the Wolf range possesses abundant power 
for high speed cutting at full capacity. Simple adjustments are provided for 
regulating depth and for bevel cutting. The sole plate and foolproof safety guard 
are of heavy guage sheet steel. Other valuable features are the line of cut in¬ 
dicator and a device which extracts the sawdust and ejects it at rear of machine. 


SPECIFICATION 



58 mm 

2" 

50 mm. 

4200 r.p.m 

3000 r.p.m. 

1050 watts 

14 V 

367 mm. 

lbs. 

7.8 kgs. 

20 lbs. 

9 kgs. 


Cutting Capacity : Max. vertical cut ... 

Max. bevel cut (45°) 
Saw Blade R.P.M. : No load 
Full load 

Watts Input on full load 

Overall length . 

Nett Weight . 

Gross Weight . 


10" PORTABLE-all ball bearing-ELECTRIC SAW 

TYPE RS10 



EACH MACHINE supplied compete with starting switch. 
15 ft. (4.6 m.) of 3-core T.R.S. cable (one lead for earthing), 
one combined rip and crosscut blade, tommy bar, box spanner, 
one spare pair of carbon brushes and one strong steel carrying 
case. 


The Wolf RS10 is the ideal general purpose Saw for heavy duty ripping and cross¬ 
cutting and with its effective cutting depth of 3^", and colossal power, satisfies 
the widest needs of timber merchants, coach works, boat yards, builders and 
furniture manufacturers All adjustments are simple and straightforward, and 
afford complete operator safety under all conditions. Used with outstanding 
success on material such as corrugated asbestos and steel sheets, brick, stone, 
marble Suitable abrasive discs are also available for cutting metal tubes and 
sheets up to thick. 


SPECIFICATION 


3*" 

89 mm. 

2f" 

61 mm. 

2900 r.p.m. 

2100 r.p.m. 

1500 watts 

17" 

431 mm. 

30 lbs. 

13.5 kgs. 

89 lbs. 

40.5 kgs. 

1 


Cutting Capacity : Max. vertical cut 

Max. bevel cut (45°) 
Saw Blade R.P.M. : No load ... 

Full load 

Watts Input on full load 
Overall length ... 

Nett Weight . 

Gross Weight .. 


ACCESSORIES FOR RS7 AND RS10 




RIP AND 
CROSS CUT 
BLADE 


Dia. Part 

T 8702 

10" 6398 



CROSS CUT 
BLADE 


Dia. Part 
7 8703 
10" 6400 



COMPO AND 

FRICTION 

WALLBOARD 

BLADE 

SAW BLADE 

SHFk Dia. Part 


/ 7" 8704 

Dia. Part 

10" 8548 

T 8706 


10' 8547 

ARPAQIVF DISC 

PLANER AND 

Hon MO If C uiwv 

Part Dia. 

MITRE 

8707 7") Silicon carbide—for 

BLADE 

6403 10"} stone, asbestos, etc 

Dia. Part 

9507 7") Aluminous oxide— 

7" 8705 

9504 10"} for steel, etc. 

10" 8549 




STRONG STEEL 
CARRYING CASE 

Part 8716 for the RS7 


UNIVERSAL MOTORS for operation on 100/110, 110/130, 150/160. 200/220, 220/250 volts 


D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 
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Wolf 


PORTABLE ELECTRIC HAMMER 


TYPE HD1 


Fast hitting and powerful, yet extremely compact and light in weight, the 
Wolf HD1 Hammer is invaluable wherever fixings have to be made in brick¬ 
work, stone, tiles, concrete, etc. 

Besides wallplugging up to 7/16" diameter, there are many jobs that call for 
a light percussive action, for which the HD1—with the appropriate tools 
available—offers the ideal solution. 

Completely cancels out operator fatigue and achieves important savings in 
time over other methods. 


SPECIFICATION TYPE HD1 


Blows per minute . 

... 


1600 blows 

Watts input on full load ... 

... 

. 

200 watts 

Overall Length . 

... 

. 

12" 

305 mm. 

Nett Weight. 

... 

. 

7 lbs 

3.1 kgs. 

Gross Weight . 


. 

9| lbs. 

4.1 kgs. 


U NIVERSAL MOTORS for both D.C. and single phase A.C. 25/60 cycles. Supplied for 
100/110, 110/130, 150/160, 200/220 and 220/250 volts. Also for 50 volts to special order. 



EACH MACHINE supplied complete with starting switch, 
10 ft. (3.05 m.) 3-core T.R.S. cable (one lead for earthing), spare 
pair of carbon brushes, 3 hexagon wrenches, one “C” spanner 
and 2 each spare main and slug springs and rubber retaining rings. 


PORTABLE ELECTRIC HAMMER WALL-PLUGGING KIT TYPE HDl 



With its wide range of Rawldrills—from Nos. 6-22—and contained in a 
strong steel carrying case, this Kit is extremely handy for all installation 
and erection work wherever numerous fixings in brickwork, concrete, 
stone, tiles, etc., are involved. A first class labour saving, profit earning 
investment. 


SPECIFICATION 


The Wolf Hammer, type HD1 complete 
with starting switch and 10 ft. (3.05 m.) 
3 core T.R.S. cable (see above). 

1—No. 6 Rawldrill 5/32"dia. 

1—No. 8 Rawldrill 3/16" dia. 

1—No. 10 Rawldrill 7/32" dia. 

1—No. 12 Rawldrill 1/4"dia. 

1 —No. 14 Rawldrill 9/32" dia. 

1—No. 16 Rawldrill 5/16" dia. 

1—No. 18 Rawldrill 11/32" dia. 


1—No. 20 Rawldrill 3/8" dia. 

1—No. 22 Rawldrill 7/16" dia. 

1—Rawldrill Holder and Tommy Bar 
1—Rawldrill Ejector. 


The whole kit packed in a strong steel 
carrying case. 

Nett Weight ... 2U lbs. 9.6 kgs. 
Gross Weight ... 23 lbs. 10.3 kgs. 


PORTABLE ELECTRIC HAMMER 

BUILDING AND MAINTENANCE KIT TYPE HDl 


This Kit provides scope for the full utilisation of the HDl’s versatility. 
Wide range of duties include, light chasing, combing, chipping and 
scaling work, for which specially designed tools are available. On 
all si&dh work the vast time saving achieved quickly repays the 
initial cost of the equipment. 


SPECIFICATION 


The Wolf Hammer, type HDl, complete 
with starting switch and 10 ft. (3.05 m.) 
3-core T.R.S. cable (see above). 

9—Rawldrills Nos. 6-22, 5/32"-7/16" dia 
1—Rawldrill Holder and Tommy Bar. 

1—Rawldrill Ejector. 

1—Chasing Bit. 

1—Chasing Bit Holder. 

1—Chasing Bit Ejector. 

1—1/2" Stone Mason’s Chisel. 

1—3/4" Stone Mason’s Chisel. 


6—Coarse Combs. 

1—Comb Holder. 

1—2" Scaling Chisel. 

3—Socket Screw Keys. 

1—Niphan Plug and Socket. 
1—Tool Retaining Spring. 


The whole Kit packed in a strong 
steel carrying case. 

NettWeight ... 24 lbs. 10.8 kgs. 
Gross Weight ... 25$ lbs. 11.4 kgs. 
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Wolf 


ACCESSORIES FOR 

PORTABLE ELECTRIC HAMMER TYPE HD1 


STONE MASON’S CHISELS 

COMB COMB HOLDER 

CHASING CHASING BIT HOLDER 

BIT 

Part 8221 1/2" Chisel 

Part 8220 3/4" Chisel 

Part 8223 Part 8222 

Part 7188 Part 8224 

SCALING CHISEL 

BRICKRAKING CHISEL 

WOOD CHISEL 

Part 8227 1/4" Chisel 

D- Q OOQ 1 /O" fkic^l 

f - mmmmm 

Part 8829 


Part 8225 

.. Part 8229 3/4" Chisel 


RAWLDRILLS 


Part 

Description 

5863 

No. 6 

5/32" dia. 

5864 

No. 8 

3/16" dia. 

5865 

No. 10 

7/32" dia. 

5866 

No. 12 

1/4" dia. 

5867 

No. 14 

9/32" dia. 

5868 

No. 16 

5/16" dia. 

5869 

No. 18 11/32" dia. 

5870 

No. 20 

3/8" dia. 

5871 

No. 22 

7/16" dia. 


RAWLDRILL 

HOLDER 



PLUG AND SOCKET 

Part 5882 
Niphan Socket 

Part 5883 
Niphan Plug 



PANEL BEATER 


¥ 


Part 8226 


RIVETING SNAP 


Pari 

9551- 1/8' cap. I lor solt iron 

9552- 3/16" cap. f & mild steel 

9553- 1 /4" cap. For copper, 

aluminium or brass 


VIBRATING HEAD 



Part 8649 


TOOL RETAINING 
SPRING 



EJECTOR 


Part 7205 
Chasing Bit 
Ejector 


METAL CARRYING 
CASE 


Part 

8232 



PORTABLE ELECTRIC BLOWER-all ball beating— type nwb 



SUCTION ATTACHMENTS 


Over 75% of Plant deterioration, particularly with motors, gener¬ 
ators, etc., is directly attributable to dust, grit, swarf, etc. The 
regular use of this powerful and efficient blower will keep clean every 
vital part and add years of life to the equipment. Capable of many 
specialised applications, including use as a powerful suction cleaner 
by means of the accessories available. The blower is indispensable 
equipment for power stations, timber and joinery mills, laundries, 
printing works, etc. 

SPECIFICATION 


Capacity in cubic feet per minute ... 

60 

Nozzle air velocity . 

220 miles per hour 322 ft. sec 

Watts input on full load 

370 watts 

Water Gauge Pressure (Water lift)... 

24" 

609 mm 

Nett Weight. 

11 lbs. 

5 kgs. 

Gross Weight. 

12* lbs 

5.6 kgs 

Gross Weight (with suction attach¬ 



ments) 

21 £ lbs. 

9.8 kgs. 



EACH MACHINE supplied complete with starting switch, 10 ft. (3.05 m.) 3-core T.R.S. cable 
(one lead for earthing), moulded hardrubber nozzle 11" long and one spare pair of carbon brushes. 


TO CONVERT TO INDUSTRIAL VACUUM CLEANER 


1. Dust Bag. 

2. Carrying Strap 

3. Suction Hose. 

4. Suction Nozzle. 


Part No 1760 

The Blower, type NWB, is easily converted into a 
useful and highly efficient vacuum cleaner by fitting the 
suction attachments shown on the left. 


UNIVERSAL MOTORS suitable for operation on 100/110,110/130,150/160, 200/220, 220/250 
volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 
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Wolf 


VALVE SEAT GRINDER—all ball bearing— 

TYPE EVG3 


Perfect balance and vibrationless positive drive to the grinding stone sleeve 
which assure speedy and accurate results and trouble-free service are 
features of this high speed, straight drive, power unit. The EVG3 can also be 
converted into an efficient die grinder by removing the acorn arbor from 
the collet chuck. 

SPECIFICATION 


Capacity—Valve Seat Stones up to 
Watts input on full load 
Spindle Speed running light 

Overall Length . 

Nett Weight . 

Gross Weight . 


270 watts 
16,000 r.p.m. 

196 mm. 


5 lbs. 
6i lb». 


2.3 kgs. 
2.8 kgs. 


EACH MACHINE supplied complete with starting switch, 10ft. 
(3.05 m.) 3-core T.R.S. cable (one lead for earthing) and a spare 
pair of carbon brushes. 


55° ANGLE DRIVE HEAVY DUTY VALVE SEAT GRINDER 



EACH MACHINE supplied complete with starting switch, 10ft. 
(3.05 m.) 3-core T.R.S. cable (one lead for earthing), and spare pair of 
carbon brushes. 


-all ball bearing-TYPE asc3 

This 55° Heavy Duty Valve Seat Grinder is designed for use where greater 
power is required and for reaching awkward locations inaccessible to the 
conventional straight drive machines. It possesses, of course, all-round 
advantages for normal grinding positions as well. Of robust construction 
throughout, yet perfectly balanced and easy to handle, the ASG3 is essential 
equipment in every modern workshop concerned with servicing the heavier 
types of cars, trucks and tractors. 


SPECIFICATION 


Capacity—Valve Stones up to . 

3" | 

76 mm. 

Watts input on full load ... ... ... 

435 watts 

Spindle Speed running light . 

14,000 r.p.m. 

Overall Length . 

11" 

279 mm. 

Nett Weight . 

7* lbs. 

3.2 kgs. 

Gross Weight . 

9 lbs. 

4.1 kgs. 


VALVE SEAT GRINDING KITS 

Nos. 1 and 2 

Kits for the service garage and transport workshop, containing grinding 
unit type EVG3 and all essential Valve Seat Grinding Accessories for the 
efficient servicing of popular makes of car and truck engines. The No. 2 
Kit is similar in general specification to the No. 1, but includes special 
pilots for Ford engines. 

SPECIFICATION 

KIT No. I--- 

1 strong steel Case containing :— 

The Wolf High Speed Valve Seat Grinder, type EVG3 (see above). 

The Wolf Precision Diamond Stone Dresser, type PD3 
2—Stone Sleeves. 

4_Double-sided 30°/45° Coarse Valve Seat Stones, one each 1£% If", 1*', and IT 

for Cast Iron and Soft Steel Seats. 

4_Double-sided 30745° Finishing Valve Seat Stones, one each 1i", If", 1£7 and 1|" 

for Cast Iron and Soft Steel Seats. 

5—Expanding Pilots, one each 1/4", 9/32", 5/16". 11/32" and 3/8". 

1—Pilot Tommy Bar. 

KIT No. 2. 

Complete as Kit No. 1 but including the following additional accessories : 1 Coarse and 1 
Finishing II" Double-sided 30745° Valve Seat Stones—1 Plug Pilot for Ford V8, 30 H.P. 
and 1 for Ford 8/10 H.P “Y”, “C” and “Prefect”—1 Expanding Pilot for Ford A 
and “B” 14.9 H.P. 



Illustration shows Kit No. 2. 

Provision has been made in the case to accommodate :— 


Additional Stones and Expanding Pilots 
Plug Pilots 

VR5 Rocker Arm Attachment 
VR5 Micrometer Assembly 
VR5 Collets 

which may be purchased separately if required (see page 19). 

UNIVERSAL MOTORS for operation on 100/110, 110/130, 150/ 
160, 200/220, 220/250 volts D.C., and single phase A.C. 25/60 cycles. 
Also for 32 and 50 volts to special order. 
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Wolf 


VALVE SEAT GRINDING KITS 


Nos. 3 and 4 

These Wolf Kits contain all the equipment needed for valve 
seat grinding on all popular makes of car, truck and tractor 
engines. The unique design of the Heavy Duty 55° Angle 
Grinder enables otherwise inaccessible valve locations to be 
reached in situ and ground with utmost speed and precision. 
The accuracy of the valve stone angles is assured with the 
precision built diamond dresser Type PD3. Contents of both 
Kits are identical excepting that No. 4 Kit includes special 
set of pilots for Ford engines. 

SPECIFICATION 


KIT No. 3. 

1 Strong Steel Case containing :— 

The Wolf 55° Angle Drive, Heavy Duty, High Speed Valve Seat Grinder 
type ASG3 (see page 16). 

The Wolf Precision Diamond Stone Dresser, type PD3. 

2—Stone Sleeves. 

4—Double-sided 30°/45° Coarse Valve Seat Stones, one each 1J", If", 
1£" and If" for Cast Iron and Soft Steel Seats. 

4— Double-sided 30°/45° Finishing Valve Seat Stones, one each 1 f", If", 

1 and 1f " for Cast Iron and Soft Steel Seats. 

5— Expanding Pilots, one each 1/4", 9/32", 5/16", 11/32" and 3/8". 

1—Pilot Tommy Bar. 

KIT No. 4. 

Complete as No. 3 but including the following additional accessories— 
1 Coarse and 1 Finishing 1}" Double-sided 30°/45° Valve Seat Stones— 
1 Plug Pilot for Ford V8, 30 H.P. and 1 for Ford 8/10 H.P. “Y”, “C” 
and “Prefect”—1 Expanding Pilot for Ford “A” and “B” 14.9 H.P. 



Illustration shows Kit No. 4 


Provision has been made in 
the Case to accommodate :— 
Additional Stones and 
Expanding Pilots. 

Plug Pilots. 

VR5 Rocker Arm Attachment. 
VR5 Micrometer Assembly. 

VR5 Collets. 

which may be purchased 
separately if required (see 
page 19). 

A typical job 
for the ASG3. 



PRECISION VALVE REFACER TYPE VR5 


Designed and built to Tool Room Lathe standards and pos¬ 
sessing a capacity and range fully adequate for all normal 
servicing needs. Supported by an unrivalled selection of 
attachments this precision valve refacer offers ideal facilities 
for speedy and accurate valve reconditioning. Advanced 
design features include the well proportioned, fully adjustable, 
compound slide rest affording smooth operation and en¬ 
during accuracy. 


SPECIFICATION 


CAPACITY— 

Valve Head up to 

4" diam. 

101 mm. 

Valve Stem from 

15/64" to 11/16" 

5.9 mm. to 17 mm. 

Seat Angles . 

15°- 

-90° 

Size of Recessed Gr.nding Wheel 

5" x 1/2" x 3/4" 1 

1 127 x 12.7 x 19 mm. 

Size of Steel Wire Scratch Brush 

4" 

101 mm. 

Grinding spindle speed running 
light 

4000 r.p.m. 

Collet spindle speed running light 

450 r.p.m. 

Watts input on full load 

700 watts 

Nett Weight. 

141 lbs. 

63.9 kgs. 

Gross Weight .. 

222 lbs. 

100.7 kgs. 


EACH MACHINE supplied complete with starting switches, 4 ft- 
(1.21 m.) 3-core T.R.S.cable, (one lead for earthing), driving belts, 5" dia. 
grinding wheel, 4" steel wire scratch ’brush, diamond wheel dresser, one 
each collets 15/64" to 31/64", 5/16" to 9/16" and 1/2" to 11/16", distance 
sleeve for small collet “C” spanner, one claw screwdriver, spare pair of 
carbon brushes for each motor, and one tin soluble oil. 



UNIVERSAL MOTORS lor operation on 100/110. 110/130, 150/160, 200/220. 
220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special 
order EVG3 and ASG3 Grinding Units also available for 32 volts. 
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Wolf 


MOBILECTRIC COMPREHENSIVE VALVE SHOP 


MARK “A”-MARK “B” 


A complete Workshop on wheels, which brings the finest Valve Re¬ 
facing and Valve Seat Grinding Equipment right to any engine servicing 
job and in any part of the shop. Entirely self-contained and with an 
unrivalled range of accessories including “Ford” it is ready for instant 
connection to the nearest power point. 

SPECIFICATION 


The Wolf Mobilectric Comprehen 
sive Valve Shop Mark “A” comprises 
a strong metal cabinet mounted on 
ball bearing castors, with one tool 
tray 2 valve holding trays, adjustable 
lamp bracket, 24 ft. (7.3 m.) 3-core 
T.R.S. cable and sockets for connect¬ 
ing Valve Seat Grinder, etc., and in¬ 
cludes 

The Woif Precision Valve Refacer type 
VR5. supplied complete as on page 17. 

The Wolf High Speed Valve Seat 
Grinder, type EVG2 complete 
as on page 16. 

The Wolf Precision Stone Dresser 
type PD3. 

2 Stone Sleeves. 

5 Double-sided 30°/45° coarse valve 
seac stones, one each If", If", If", 
If" and If" for cast iron and soft 
steel seats. 


5 Double-sided 30°/45 c finishing valve 
seat stones, one each If", If", If". 
If" and If" for cast iron and soft 
steel seats. 

5 Expanding Pilots one each 1/4" 
9/32", 5/16". 11/32" and 3/8". 

1 Pilot Tommy Bar. 

1 Plug Pilot for Ford V.8 30 H.P. 

1 Plug Pilot for Ford 8/10 H.P., “Y” 
“C” and “Prefect”. 

1 Expanding Pilot for Ford “A” and 
“B” 14.9 H.P. 

1 Micrometer Assembly for Ford 
Valves. 

1 Depth Gauge for Ford Valves 
1 Oil Can. 

1 Dust Cover. 

MARK “B”. Exactly as above but 
incorporating type ASG3 55° Heavy 
Duty Valve Seat Grinder instead of 
type EVG3. 



Illustration shows Mark “8” 


MOBILECTRIC ENGINE SHOP 


The Mobilectric Engine Shop is offered as a complete workshop on 
wheels for private cars and commercial vehicles. It contains complete 
equipment and tools for performing the following operations :— 
Refacing valves with stems from to ft" dia. and seat angles 90°. Valve 
seat grinding, decarbonising, “hotting-up” work, drilling up to J" in 
steel. Cleaning and burnishing valve heads and guides, removing 
rust and scale, etc. 


SPECIFICATION 


The Wolf Mobilectric Engine Shop 
comprises a strong metal cabinet 
mounted on ball bearing castors, with 
one tool tray, 2 valve holding trays, 
adjustable lamp bracket, 24 ft. (7.3 m.) 
3-core T.R.S. cable and sockets for 
connecting Valve Seat Grinder, etc. 
and includes :— 

The Woli Precision Valve Refacer, 
type VR5, supplied complete as on 
page 17. 

The Wolf f" Low Weight Production 
Drill type EG2c, supplied complete 
as on page 3. 

The Wolf High Speed Valve Seat 
Grinder, type EVG3, complete as on 
page.16. 

The Wolf Precision Stone Dresser 
type PD3. 


1 Bench Clamp Stand. 

1 Grinding Wheel, 3" dia., and Arbor. 

1 Wire Scratch Brush, 4" dia., and 
Arbor. 

3 Decarbonising Brushes. 

3 Valve Guide Cleaners. 

2 Stone Sleeves. 

5 Double-sided Z0°/U5'- coarse valve 
seat stones, one each If", 1|", If", 
If" and If" for cast iron and sof; 
steel seats. 

5 Double-sided 30°/45° finishing valve 
seat stones, one each If", If", If", 
If" and If" for cast iron and soft 
steel seats. 

5 Expanding Pilots one each 1/4" 
9/32", 5/16", 11/32" and 3/8". 

1 Pilot Tommy Bar. 

1 Oil Can. 

1 Dust Cover. 



UNIVERSAL MOTORS for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. and single pnase A.C. 25/60 cycles 
Also for 50 volts to special order EVG3 and ASG3 Grinding Units also available for 32 volts 
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ACCESSORIES FOR USE WITH VALVE REFACER VR5 


COLLETS 

Part 1417 

Collet 15/64" to 31 /64"x 2" 

Suitable for Ford Engines. Part 1417 

Part 1418 

Collet 5/16" x 9/16" x 3' 

Suitable for Ford Engines. 

Part 5438 Part 1418 

Collet 1 1T to 11 /16" x 3" 

(One of each included with 
type VR5 Valve Refacer.) 


Part 8276 Part 5348 

Collet 3/16"—5/16" 

for Renault and Fiat valves. 

Part 8299 

Distance Sleeve (long) for above. 

Part 9076 

Collet 5/16"—9/16" for Wolseley 4/50 and 
6/80, also Morris 6 valves. 


MICROMETER ASSEMBLY 
AND DEPTH GAUGE FOR 
FORD VALVES 



Part 1505 

Micrometer Assembly for Ford Valves. 
Part 1720 

Depth Gauge for Ford Valves 


DIAMOND DRESSER TOOL 

Part 625 


GRINDING WHEELS 

Part 2628. Recessed 5" x 1 /2" x 3/4" - 127 
x 12.7 x 19 mm. 

Part 5521. Recessed 5" x 1 /2" x 3/4" -127 
x 12.7 x 19 mm. (for stellite grinding 



ROCKER ARM 

GRINDING 

ATTACHMENT 



WIRE 

SCRATCH 

BRUSH 


Part 1404. 

4" dia. - 101 mm. 



DUST COVER 

Part 7688. Red rubberised fabric. 
Completely protects machine. 


PRECISION DIAMOND VALVE SEAT STONE DRESSER 


DECARBONISING KIT 



SPECIFICATION 

1" Minimum diameter Valve Seat Grinding Stone. 
3" Maximum diameter Valve Seat Grinding Stone. 
Angle Adjustment 0°-90°. 

Dowelled at 15°, 30°, 45°, and 90° angles. 

Nett Weight 7 lbs.-3.2 £gs. 

Gross Weight 9 lbs.-4 kgs. 

This unit is included in the standard equipment of 
Wolf Nos. 1, 2, 3 and 4 Valve Seat Grinding Kits. 
Wolf Mobilectric Comprehensive Valve Shop 
Units “A” and “B” and the Mobilectric Engine Shop. 



Pointed Decarbonising 
Splayed Decarbonising 


Part 

2050 3/4" dia 
Brush. 

2054 2" dia. 

Brush. 

<!059 1" dia. Heavy Duty Decarbonising 
Brush. 

2060 13/16" dia. Heavy Duty Hollow 
Brush. 

1404 4" dia. Circular Wire Brush. 

2049 Arbor for 4" Wire Brush. 

2055 1 /4" dia. Valve Guide Cleaner. 

2056 5/16" dia. Valve Guide Cleaner 

2057 3/8" dia. Valve Guide Cleaner. 

7513 Kit Box. 


ACCESSORIES FOR USE WITH VALVE SEAT KITS 


EXPANDING PILOTS 

Part 

676 Expanding Pilot 1/4"-9/32" 

677 Expanding Pilot 9/32"-5/16" 

678 Expanding Pilot 5/16"-11 /32" 

678 Expanding Pilot 5/16"-11 /32" 
(for Vauxhall types J and H). 

679 Expanding Pilot 11 /32"-3/8" 
(for Bedford types K, M&O). 

680 Expanding Pilot 3/8"-31 /32" 

681 Expanding Pilot 13/32"-7/16" 

682 Expanding Pilot 7/16"-15/32" 

683 Expanding Pilot 15/32"-1/2" 

684 Expanding Pilot 1/2"-17/32" 

685 Expanding Pilot 17/32"-9/16" 

686 Expanding Pilot 9/16"-19/32" 
774 Expanding Pilot 19/32"-5/8" 
671 Expanding Pilot 5/8"-21/32" 


TOMMY BAR 


Part 2159 For Pilots 


VALVE SEAT 
GRINDING STONES 

Double angle 30° and 45° with 
steel threaded centre. 



Size 

For 

Cast Iron 
and 

Soft Steel 

For 

Stellite 

and 

Hard Steel 

For 

Finishing 
Cast Iron 
and 

Soft Steel 

Part 

Part 

Part 

ir 

4382 

4383 

4384 

11" 

4385 

4386 

4387 

u* 

4388 

4389 

4390 

IF 

4391 

4392 

4393 

IF 

4394 

4395 

4396 

ir 

4397 

4398 

4399 

H" 

4400 

4401 

4402 

2" 

4403 

4404 

4405 

2F 

4406 

4407 

4408 

2F 

4409 

4410 

4411 

2F 

4412 

4413 

4414 

2|" 

4415 

4416 

4417 

2f" 

4418 

4419 

4420 

3" 

4421 

4422 

4423 


FORD PILOTS 

Part 

1715 Plug Pilot for Ford V8 30 H.P. 
2466 Plug PiTot for Ford V8 22 H.P. 
1714 Plug Pilot for Ford 8/10 
H.P. “Y” “C” and 

“Prefect.” 

2452 Expanding Pilot for Ford 
“A” and “B” 14.9 H.P. 


VALVE GUIDE CLEANERS 

Part size 

2055 Valve Guide Cleaners .. 1 /4" 

2056 Valve Guide Cleaners .. .. 5/16" 

2057 Valve Guide Cleaners .. .. 3/8" 

2058 Valve Guide Cleaners .. .. 7/16" 


CALICO POLISHING MOP 


Part 

2093 4" dia. Calico Polishing 
Mop for use with 1 /4" 
Electric Drill. 

2049 Arbor with washers 
and nut. 



BENCH CLAMP STAND 

Part 768. See page 3 


DECARBONISING 


BRUSHES 

im 

6607 

Part 


6607 5/16" dia. Pointed. 

6608 

HSSSSi* 

6608 5/8" dia. Pointed. 

2050 3/4" dia. Pointed 

2050 

2051 

2051 1" dia. Semi Hollow. 


2059 1" dia. Heavy Duty 

2059 

SB 

2060 13/16" dia. Heavy Duty Hollow 

2060 

ca$) 

6613 3/4" dia. Splayed. 

6613 

H# 

2054 2" dia. Splayed 

2054 


GRINDING WHEEL 

Part 

1425 3" dia. x 1 /2" x 1 /2" grinding 
wheel, for use with 
Electric Drill. 

2049 Arbor with washers 
nut. 



WIRE SCRATCH BRUSH 



Part 

1404 4" dia. Steel Wire 
Brush for use with 
1 /4" electric drill. 

2049 Arbor with washer, 
and nut. 


STONE SLEEVE 



Part 

6721 
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AFTER-SALES-SERVICE 



Allied to these fine electric tools is a second-to-none after-sales-service which comprises 
maintenance, repair and instruction. Fully equipped, staffed by qualified operators 
and management, is a chain of Wolf service organisations which ensures that every 
Wolf machine spends the maximum amount of its life on the job. Wolf service is highly 
prized throughout industry for quality in maintenance, speed and real helpfulness. 


INSTRUCTION BOOKLET 


To assist Users in maintaining machines in good working condition an Instruction 
Booklet on care and maintenance is supplied with each machine. 


REPAIR SERVICE 

In the event of a breakdown it is strongly recommended that the machine is sent to 
the nearest Wolf depot. This will ensure a guaranteed repair executed by men fully 
qualified for the work who have all the necessary facilities and parts available. 

HOW TO ORDER SPARE PARTS 

Every Wolf machine bears a nameplate. The plate illustrated 
is for type EG2c and the “H " is the Code Letter of the 
machine. When ordering spare parts always quote the Type, 

Code Letter, Serial Number and Voltage. 




f&utc. 

GUARANTEE 



# '£ZT r '“ ,rn " 1 <° »» Works 

That such parts are returned to us Carriage Pay 


CANADIAN HEAD OFFICE & SERVICE DEPARTMENT 

WOLF ELECTRIC TOOLS LTD. 

2271, Bloor Street West, Toronto 9, ONTARIO. Telephone: ROger 6-2421/2/3 

MONTREAL. QUE. WINNIPEG. MAN. REGINA. SASK. 

CANADIAN TRADE CORP. WILSON AUTO ELECTRIC LIMITED ELECTRIC MOTOR SI 
1332, William Street 236, Main Street 1734, Broad Stre 


REGINA. SASK. 

ELECTRIC MOTOR SERVICE 
1734, Broad Street 


SASKATOON. SASK. 

DAVIES ELECTRIC COMPANY 
347, Second Ave. South 

EDMONTON. ALTA, 

ELECTRICAL INDUSTRIES LTD. 
10544-115th Street 


CALGARY. ALTA. 

ELECTRIC CRAFTS 
114, Sixth Ave. West 

HALIFAX. NOVA SCOTIA 

ACME ELECTRIC 
93, Bilby Street 


VANCOUVER. B.C. 

ROBINSON ELECTRIC LTD. 
1179, Homer Street 

QUEBEC. P.Q. 

H. ROBERGE, 

507, St. Vallier Street 



AV6IF 


STOCKIST 




Canadian 4m/5/5J 


















